


Bringing Green Power To Life w’/ GCL

Technical Parameter

Rated AC output power (W) 3600 5000 6000 8000
Maximum AC output power (W) 3690 5500 6600 8800
Factor -0.8~0.8

Peak power 2times rated power

Rated output voltage 220/230Vac

Grid type single phase

Grid frequency 50/60Hz

Maximum DC input power (W) 6500 6500 7800 10400
Rated DC input voltage (V) 370 (125~500)

Start-up voltage(V) 125

MPPT voltage range (V) 150~425

Number of MPPTs 2

DC input current (A) 13+13 13+13 26+13 26+26
Maximum DC short-circuit current (A) 17+17 17+17 34+17 34+34
Display screen LCD

Size (W*D*H,mm) 750%255*330

Weight (kg) 34

BMS communication port CAN

Safe IEC/EN 62109-1, IEC/EN 62109-2, IEC/EN 61000-6-1, IEC/EN 61000-6-2, IEC/EN 61000-6-3, IECEN 61000-6-4
Gl’ld certification VDE4105, |EC61727/62116, VDE0126, AS4777.2, CEI0-21, EN50549-1, G98, G99, C10-11, UNE 217002, NBR 16149/NBR 16150
Maximum efficiency 97.60%

MPPT efficiency 99.90%

Batterymodule parameters
Battery module energy (kWh) 5.12

Module voltage rating (V) 51.2

Module extensibility Stack up to 6 modules and expand up to 184kWh
Charge-discharge ratio 0.5C

DOD 90%

Battery module weight (kg) 53

Battery module size(W*D*H,mm) 720*255*285

Battery base size(W*D*H,mm) 720%255*90

High voltage box size(W*D*H,mm) 720%255%110

Number of cycles 26000 times

Battery module certification IEC62619, CE, VDE2510-50, CEI 0-21, UN38.3
Systemparameter
System parameter IP65

Operating temperature range charging: 0~55°C“discharging: -20°C~55°C

Storage temperature -20°C~35°C

Operation Humidity 15%~85% (No condensation)

Authentication IEC62619, IEC 60730, CE, VDE 2510-10, CEI 0-21

Warranty Battery 10 years, inverter 5 years
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